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CHAPTER 6F WATER SUPPLY AND DISTRIBUTION 

SECTION P-605 MATERIALS, JOINTS AND CONNECTIONS 

Revise Table P-605.4 to read as follows: 

TABLE P-605.4 
WATER SERVICE PIPE 

VlATERlAL 
krylonitrile butadiene styrene (ABS) 
slastic pipe 
Brass pipe 
_ _ _ _ ~  

Copper or copper-alloy pipe 

Copper or copper-alloy tubing (Type 
K, WK, L, WL, M or WM) 
Chlorinated polyvinyl chloride 
(CPVC) plastic pipe 
Ductile iron water pipe 

Galvanized steel pipe 

Polyethylene (PE) plastic pipe 

Polyethylene (PE) plastic tubing 
Cross-linked polyethylene (PEX) 
plastic tubing 
Cross-lin ked 
pol yethylene/aluminum/cross-lin ked 
polyethylene (PEX-AL-PEX) pipe 
Pol yeth ylene/aluminum/polyethylene 
(PE-AL-PE) pipe 

Polyvinyl chloride (PVC) plastic pipe 

STANDARD 

ASTM D 1527; ASTM D 2282 

ASTM B 43 

ASTM B 42; ASTM B 302 

ASTM B 75; ASTM B 88; ASTM B 
251 ; ASTM B 447 
ASTM D 2846; ASTM F 441; 
ASTM F 442; CAS 8137.6 
AWWAC151; AWWAC115 

ASTM A 53 

B137.1 
ASTM D 2737; CSA 8137.1 

ASTM F 876; ASTM F 877; CSA 

ASTM F 1281; CSA CANlCSA 
B137.10 

ASTM D 2239; CSA CAN/CSA- 

CANICSA-B137.5 

ASTM F 1282; CSA CAN/CSA- 
8137.9 
ASTM D 1785; ASTM D 2241 ; 

B137.3 
ASTM D 2672; CSA CANICSA- 

Revise Table P-605.5 to read as follows: 

TABLE 605.5 
WATER DISTRIBUTION PIPE 

MATERIAL STANDARD 
Brass pipe ASTM B 43 

I 

Chlorinated Dolvvinvl chloride (CPVC) I ASTM D 2846; ASTM F 441; ASTM 
I < .  

plastic pipe and tubing 
Copper or copper-alloy pipe 

F 442; CSA B 137.6 
ASTM B 42; ASTM B 302 

I 
Copper or copper-alloy tubing (Type K, I ASTM B 75; ASTM B 88; ASTM B 
w K ~  L, WL, M or WM) I 251; ASTM B 447 
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Cross-linked polyethylene (PEX) plastic ASTM F 877; CSA CAN/CSA- 
tubing B137.5 
Cross-linked polyethylene/ 
aluminudcross-linked polyethylene B137.10 
(PEX-AL-PEX) pipe 
Galvanized steel pipe ASTM A53 

ASTM F 1281; CSA CAN/CSA- 
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CHAPTER 7F SANITARY DRAINAGE 

SECTION P-708 CLEANOUTS 

Revise subsection P-708.3.2 to read as follows: 

P-708.3.2 Building Sewers: Building sewers shall be provided with cleanouts or 
manholes located not more than 100 feet (30 480 mm) apart measured from the upstream 
entrance of the cleanout. For building sewers 8 inches (203 mm) and larger, manholes 
shall be provided and located as close as practical to the property line on the public space 
side, at each change in direction and at intervals of not more than 400 feet (122 m). A 
cleanout must be placed at the property line, or as close as possible if the building wall is 
constructed on the property line. Manholes and manhole covers shall be of a type 
approved by WASA. 
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CHAPTER 1 lF  STORM DRAINAGE 

SECTION P-1101 GENERAL 

Delete Section P-1101,2 in its entirety and substitute the following: 

P-1101.2 Where required: Stormwater drainage shall comply with Sections P-1101.2.1 and P- 
1101.2.2. 

P-1101.2.1 Unless a construction project is otherwise exempt from the D.C. Storm 
Water Management Regulations, a permit shall not be issued for a building or structure 
associated with grading operations or construction, or both, that disturb more than 5,000 
square feet (464.65m2) of land area, or that are part of an approved subdivision plan 
which contains provisions for storm water management, until the submitted plans reflect 
‘the pertinent storm water management features approved by the official charged with the 
administration and enforcement of the D.C. Storm Water Management Regulations, 
21 DCMR 49  526-535, and the requirements of D.C. Law 5-188, Water Pollution Control 
Act of 1984, as amended. 

P-1101.2.2 When approved, storm water may be discharged from roofs, paved areas, yards, 
courts, courtyards, downspouts, rain barrels, cisterns or rooftop storage facilities to vegetated 
areas, such as lawns, gardens, grassy swales, or bioretention cells on the same single record lot. 
In such instances the storm water shall flow away from the building, and shall not flow over 
property lines onto adjacent lots unless it runs into existing natural water courses. Otherwise, 
stormwater shall discharge to an approved place of disposal or into a storm sewer or combined 
sewer. 
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